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Macromolecular cages built up by comparatively weak covalent bonds are demanding 
analytes for mass spectrometry, in particular when they have molecular masses in the 5–10 
kDa range. The cages under study are either synthesized by linking the building blocks via 
boronic ester bond formation starting from boronic acids and phenols or via imine bonds 
starting from amines and aldehydes. In some cases, reversible chain formation may occur 
causing a doubling of molecular weight [1,2].
Matrix-assisted laser desorption/ionization (MALDI) [3] still presents the most promising 
mass spectral technique for these giant cages as i) MALDI is sufficiently soft, ii) can ionize 
neutral species, and iii) MALDI spectra are governed by singly charged ions. Thus, MALDI 
spectra provide immediate overview of the synthetic progress, yield information on side 
products, and finally can prove the purity of a cage compound.

• MALDI mass spectra were acquired using a Bruker Autoflex Speed LRF time-of-
flight (TOF) mass spectrometer (Bruker Daltonik, Bremen, Germany). 

• Generally, best spectra were obtained in positive-ion mode.
• Solutions of the macromolecular cages of 1–4 mg ml–1 were admixed to 

solutions of the matrix at 10 mg ml–1 in tetrahydrofuran or acetonitrile. 
• As matrices, DCTB and occasionally dithranol served best. Sample and matrix 

solutions were mixed at a ratio of 1:5 to 1:40 and 1 µl of that solution was 
transferred onto a stainless steel sample holder and allowed to crystallize upon 
evaporation of the solvent. 

• Some cages required careful optimization of the analyte-to-matrix ratio while 
others tolerated a wider range of mixing ratios. 

• First, survey spectra were acquired in linear mode. Typically, methods to cover 
either m/z 2000–9000 or m/z 3000–15000 were used. 

• Reflector mode spectra were acquired to obtain isotopically resolved signals, 
which could normally be achieved for cages up to 8–10 kDa. 

• External mass calibration was either established on caesium iodide clusters [4] 
or on monodisperse SpheriCal dendrimers [5-6].
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Building complex cages does not necessarily proceed as smoothly 
as intended. MALDI-TOF spectra provide valuable information even 
in case of only partial reaction or formation of complex mixtures, 
e.g., partial condensation can be recognized and tracked. 
Thus, MALDI-TOF-MS provides a quick a facile tool for optimization 
of reaction conditions to support syntheses of cage compounds. 

Tracking Reactions

Matrix Selection
Some cages were more tolerant to matrix selection than 
others. In case of the boronic ester cage below DCTB and 
dithranol worked almost equally well while CMBT just 
yielded a reasonable signal. Other cages only worked in 
DCTB and within a narrow range of matrix-to-analyte 
ratio. 
DCTB appears to work with all cages analyzed so far. 
DCTB is also compatible with SpheriCal dendrimers for 
mass calibration.
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The cages were synthesized by connecting building blocks. 
The first pathway employs boronic ester bond formation 
starting from boronic acids and phenols, the second uses imine 
bonds starting from amines and aldehydes. 
Boronic ester cages are less stable as they are prone to hydro-
lysis. In some cases, boronic esters may undergo reversible 
chain opening and closing that can lead to catenane-type 
dimers [1,2].

Boronic ester pathway (top left) and 
imine bond formation (top right) as 
used to build macromolecular cages. 

The complexity of the structures (left) 
makes them challenging subjects for 
spectroscopic characterization.

Linear versus Reflector

In general, 
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Both spectra show [M+H]+
and [M+Na]+ ion peaks of 
the cage. Only reflector 
mode delivers isotopic 
resolution. 
The calculated isotopic 
pattern of C352H337N24O24
corresponds to the 
[M+H]+ ion signal. 
The most intensive peak 
of the pattern appears at 
m/z 5286.589.

Linear mode

Reflector mode

Isotopic pattern 
calculated for 
C352H337N24O24
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General Characteristics
 MALDI-TOF-MS yielded useful mass spectra of the cages under study. The compounds were typically 

found to either form molecular ions, M+•, or protonated molecules, [M+H]+. Cationization with alkali 
metal ions or ammonium occurred less frequently. 
 Boron ester cages often comprising 24 borons resulted in complex isotopic distributions. Achieving 

sufficient resolution turned out as a key requirement for this class of cages. Optimization of the ion 
source lens voltage and the delay time of the pulsed ion extraction allowed a substantial increase of the 
resolving power. The use of monodisperse dendrimers [5] provided valuable aid in tuning and mass 
calibration of the instrument [6].
 Seemingly small changes in molecular structure exerted marked influence on the intensity of the 

molecular ion peak and on the occurrence of fragment ion peaks. While some compounds were stable 
enough to form ions without concomitant fragmentation others exhibited intensive fragment ion peaks. 
Particularly, the introduction of alkyl substituent at the bridging position of trypticene building blocks 
resulted in multiple losses of alkene molecules.

450-550 °C

LIFDI spectrum of PEG 
600 after external 
calibration. Relevant 
parameters are listed 
in the header.

SpheriCal for Mass Calibration
The linear calibration algorithm based on [M+Na]+ ions for the spectrum of 
SpheriCal 3 yields a standard deviation of 24 ppm. The cubic enhanced 
algorithm based on [M+Na]+ and [M+Cs]+ ions yielded a standard deviation 
of the calibration curve of just 4.7 ppm [6] . 
In case of SpheriCal 4 an assignment of peaks becomes difficult. Specifically, 
the isotopic resolution fades away for the SpheriCal-4C or SpheriCal-4D 
signals, depending on the instrument’s resolving power. Performing the 
mass calibration then requires a stepwise approach starting with linear 
calibration baed on the lower-mass ions prior to inclusion of all peaks. 

Table: Calculated isotopic ion masses for use in reflector mode. The m/z values refer to the 

specified isotopolog ion of each dendrimer and are rounded to the fourth decimal place. 

SpheriCal for Optimization
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Procedure and Instrument SettingsLimits of Resolving Power

 Macromolecular cages of either boronic ester or imine-linked type can be analyzed by
MALDI-TOF-MS preferably in positive-ion mode using DCTB matrix.  
 Optimized experimental conditions for MALDI-TOF-MS allow isotopic resolution of ions

up to 8–10 kDa in reflector mode spectra.
 About 0.2 u mass accuracy can be achieved employing SpheriCal monodisperse dendrimer

standards for external mass calibration.

Take-Home Message

Positive-ion MALDI-TOF reflector mode spectrum of SpheriCal 3 (PFS-13). Each 
dendrimer forms [M+Na]+ and [M+Cs]+ ions leading to eight reference peaks in 
total. Inserts show expanded views of the isotopic patterns of [M+Cs]+ ion 
signals. Enhanced cubic calibration based on the reference peaks listed above 
(top right) yielded a standard deviation of the calibration curve of 4.7 ppm.
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Reflector mode spectra of SpheriCal 4. Top row: 1:2 DCTB, delay 210 ns opt. 
for m/z 9950, middle: 1:2 DCTB, delay 240 ns, opt. for m/z 12410; bottom: 
1:2 DCTB, delay 220 ns, opt. for m/z 9000-12000.

 All MALDI-TOF spectra were acquired using a Bruker Autoflex Speed LRF 
instrument (optimized settings below).
 Positive-ion mode normally suited best.
 Solutions of the cages at 1–4 mg ml–1 were admixed to DCTB or dithranol 

matrix solutions (10 mg ml–1) and spotted onto stainless steel sample 
targets. 
 The ratio of analyte to matrix solution varied from 1 : 5 to  1 : 50. Some 

samples required careful optimization of the ratio, others were tolerant. 
 Survey spectra were first acquired in linear mode. 
Well-defined cages were then analyzed in reflector mode.
 Spectra of cages up to 8-10 kDa showed isotopic resolution in reflector 

mode.
 SpheriCal standards were advantageous for instrument tuning and mass 

calibration [5-6].
 Calibration in linear mode was based on relative molecular masses of 

SpheriCal standards while reflector mode calibration was based on 
individual isotopic peaks.
 Reference mass lists and method files (for Bruker FlexControl, optimized 

for Autoflex) are available from the presenting author upon request.

Positive-ion MALDI-TOF reflector mode spectrum of SpheriCal 4 (PFS-14). Each 
dendrimer forms [M+Na]+ and [M+Cs]+ ions.The inserts show expanded views of 
the isotopic patterns of the respective [M+Cs]+ ion signals. The enhanced cubic 
calibration algorithm based on the reference peaks listed above (top right), 
yielded a standard deviation of the calibration curve of 8.0 ppm.

Parameter Linear mode
2–10 kDa

Linear mode
3–18 kDa

Reflector 
mode

2–9 kDa

Reflector 
mode

3–15 kDa
Ion source 1 [kV] 19.50 19.50 19.00 19.00

Ion source 2 [kV] 18.25 18.25 16.70 16.70
Lens [kV] 7.00 7.00 8.50 8.50

Reflector 1 [kV] - - 21.00 21.00
Reflector 2 [kV] - - 9.45 9.45

Pulsed ion extraction 
delay [ns]

180 180 140 220

Dendrimer Formulas of 
Molecules

Formulas of ions used 
for reference

Calculated 
ionic mass [u]

Calc. rel. int. of 
reference peak 
within isotopic 
pattern [%]

SpheriCal-3A C194H228O66 [C194H228O66Na]+ 3636.4377 41

[C194H228O66Cs]+ 3746.3534 41
SpheriCal-3B C257H300O88 [C257H300O88Na]+ 4816.8892 23

[C257H300O88Cs]+ 4926.8049 23
SpheriCal-3C C320H372O110 [13C12C319H372O110Na]+ 5998.3441 43

[13C12C319H372O110Cs]+ 6108.2598 43
SpheriCal-3D C388H454O133 [13C12C387H454O133Na]+ 7264.8688 26

[13C12C387H454O133Cs]+ 7374.7845 26
SpheriCal-4A C398H468O138 [13C12C397H468O138Na]+ 7478.9529 24

[13C12C397H468O138Cs]+ 7588.8686 24
SpheriCal-4B C529H620O184 [13C2

12C527H620O184Na]+ 9940.9118 23

[13C2
12C527H620O184Cs]+ 10050.8275 23

SpheriCal-4C C660H772O230 [13C2
12C658H772O230Na]+ 12401.8673 9

[13C8
12C658H772O230Na]+ 12407.8867 100

[13C8
12C658H772O230Cs]+ 12517.8024 100

SpheriCal-4D C796H934O277 [13C9
12C787H934O277Na]+ 14955.9186 100

[13C9
12C787H934O277Cs]+ 15065.8343 100

Good shot-to-shot reproducibility of this preparation allowed the 
instrument to be optimized for resolving power at given m/z. While 
isotopic resolution could well be achieved across the m/z 3500–
7500 range, signals of SpheriCal-4C were at the limit of mass 
resolving power and those of SpheriCal-4D were just beyond. 
Nonetheless, suitable settings of the delay allowed to shift the m/z
of optimum resolution to either m/z 9940 or m/z 12400. A delay of 
220 ns presented the best compromise for the higher m/z range.

Calculated for
C672H480B24O48

DCTB 15:1 Reflektor pos.

Achieving Isotopic Resolution

At around m/z 10,000 the identitfication 
of a molecule by MALDI-TOF-MS very 
much relies on the coincidence of 
calculated and experimental isotopic 
pattern.
It is therefore important to achieve at 
least some degree of isotopic resolution 
and a level of mass accuracy sufficient to 
tell neighboring masses apart, i.e., 
clearly better than ± 0.5 u. Good shot-
to-shot reproducibility turned out as a 
prerequisite as the requirements 
presented the borderline of what the 
instrument could deliver. Additionally, 
the cage compound had to be 
comparatively pure as more complex 
mixtures did not yield sufficient intensity 
per peak to achieve a resolved signal. 
Higher concentration in the matrix or 
increase of the laser fluence would rather 
deteriotate the peak shape. Thus, careful 
optimization of the instrument settings 
based on an easy-to-use reference 
compound was important.


